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Length Int. Width Side Ht. Body Capacity Hoist Capacity Chassis C/A Model
8' 88" 12" 2.2 yds. 10.1 tons 56" CD100-8-12

9' 88" 12" 2.4 yds. 10.1 tons 60" CD100-9-12

9'6" 84" 12" 2.6 yds. 10.1 tons 60" CD100-9.5-12

10' 84" 12" 2.7 yds. 10.1 tons 60" CD100-10-12

11' 84" 12" 3 yds. 9.2 tons 84" CD100-11-12

11'6" 84" 12" 3.1 yds. 8.8 tons 84" CD10011.5-12

8' 88" 18" 3.25 yds. 10.1 tons 56" CD100-8-18

9' 88" 18" 3.6 yds. 10.1 tons 60" CD100-9-18

9'6" 84" 18" 3.8 yds. 10.1 tons 60" CD100-9.5-18

10' 84" 18" 4.0 yds. 10.1 tons 60" CD100-10-18

11' 84" 18" 4.5 yds. 9.2 tons 84" CD100-11-18

11'6" 84" 18" 4.7 yds. 8.8 tons 84" CD10011.5-18

9' 88" 24" 4.9 yds. 10.1 tons 60" CD100-9-18

9'6" 84" 24" 5.1 yds. 10.1 tons 60" CD100-9.5-18

10' 84" 24" 5.4 yds. 10.1 tons 60" CD100-10-18

11' 84" 24" 6.0 yds 9.2 tons 84" CD100-11-18

11'6" 84" 24" 6.2 yds. 8.8 tons 84" CD10011.5-18

Contractor Dump 100 Series Models

*MD models designated for chassis with front titlt hood, Ford F-650 and GM 4500 - 6500
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